
Part No Maximum Bundle Diameter Approximate Width Approximate Length Loop Tensile Strength
Inch mm Inch mm Inch mm lbs

LT-07150_-N 0.88 22 0.28 7 6 150 100

LT-07195_-N 1.8 45 0.28 7 7.8 195 100

LT-07225_-N 2.2 55 0.28 7 9 225 100

LT-07255_-N 2.56 64 0.28 7 10.2 255 100

LT-07300_-N 3.04 76 0.28 7 12 300 100

LT-07335_-N 3.4 85 0.28 7 13.4 335 100

LT-07375_-N 3.8 95 0.28 7 15 375 100

LT-07450_-N 4.56 114 0.28 7 18 450 100

LT-07610_-N 6.2 155 0.28 7 24.4 610 100

LT-12150_-N 0.88 22 0.472 12 6 150 250

LT-12195_-N 1.8 45 0.472 12 7.8 195 250

LT-12225_-N 2.2 55 0.472 12 9 225 250

LT-12255_-N 2.56 64 0.472 12 10.2 255 250

LT-12300_-N 3.04 76 0.472 12 12 300 250

LT-12335_-N 3.4 85 0.472 12 13.4 335 250

LT-12375_-N 3.8 95 0.472 12 15 375 250

LT-12450_-N 4.56 114 0.472 12 18 450 250

LT-12610_-N 6.2 155 0.472 12 24.4 610 250
NOTE: _ Material F= 304 Stainless Steel, S= 316 Stainless Steel

Ladder Type Stainless Steel Cable  
Tie with Nylon Coated (LT-N Series)

Material : AISI 304/316 Stainless Steel with Nylon11 coating 

“LT-N” SERIES CABLE TIES are manufactured from high strength, 
corrosion resistant 304/316 stainless steel coated with Nylon11.

The “LT-N” series provides quick and easy installation. The design is 
convenient to unfastening for reuse. 

Nylon11 Coating is serving the purpose of excellent chemical 
resistance, all weather resistance, fi re-retardant, long life 
expectancy, UV-resistant.
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